
(A)V Hz 3m /h (Pa) (dB)

产品型号 电流额定电压 电压范围 最大风量周波数 最大静压 噪音 曲线

Type  Rated 

Voltage
Frequency  currentSpeed    Max 

Air Flow Static Pressure Noise Curve
功率

 (W)+10%
-20%

Power
外形尺寸

  external 
dimensionsFan Model

风扇型号
(mm)V

484-1140 3m /hFan Filter
Ventilation Systems 

            顶置式排风扇

特     点：

由金属支坐与内置离心风扇和ABS塑料盖板组成,广泛应用

于各种电气产品和电气柜。

离心式顶上排风机主要能高效率的排出热负载。

系统或设备所处的电磁环境中能正常工作,同时不对该环

境中的其他系统和设备造成干扰。

运行温/湿度范围：（非凝结状态）温度 -30℃ ~ +80℃   

湿度 0% ~ 95% 

标准颜色为RAL7035灰色，可换成RAL7032。

防护等级： E N 60 5 29   I P33 及 IP 5 4（不适于户外设备）。
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Characteristics:
The fan is made of metal support, built-in centrifugal fan and ABS plastic 

cover. It is widely applied to electrical products and cabinets.

Centrifugal top ventilator can exhaust heat load with high efficiency.

It can work under electromagnetic environment, meanwhile, it won’t 

interfere the system or equipment where it installed.

Running temperature/humidity: (unconcretionary)

Temperature: -30℃ ~ +80℃  Humidity: 0% ~ 95%

RAL 7035 grey is the standard color, can be changed to RAL 7032.

Protection class:  E N 60 5 29  I P 33 / IP54  

(not suitable for outdoor equipment).
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installation:  Screw-fix installation

Power connection: wire connection 

Maximum weight:  4.56kg

按装方式： 螺钉固定式按装

电源连接：引线连接 

最大重量：4.56kg
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安装开口尺寸图

mounting dimension
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