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产品型号 电流额定电压 电压范围 最大风量周波数 最大静压 噪音 曲线

Type  Rated 

Voltage
Frequency  currentSpeed    Max 

Air Flow Static Pressure Noise Curve
功率

 (W)+10%
-20%

Power
外形尺寸

  external 
dimensionsFan Model

风扇型号
(mm)V

245-320 3m /hFan Filter
Ventilation Systems 

            风扇过滤器

特     点：

由轴流风扇与前后保护外壳和阻挡粉尘的过滤面板组成。

装风扇的过滤面板必须定期清洗和更换。

风扇运行时，可以对过滤面板进行更换，而不会有碰到

风扇旋转部分的危险。

过滤垫材料：150g/ M3 尼龙纤维合成，过滤效率达7 3%

运行温/湿度范围：（非凝结状态）温度 -20℃ ~ +70℃   

湿度 0% ~ 95% 

标准颜色为RAL7035灰色，可换成RAL7032，只需通过

更换叶栅。

在计算风扇流量的时候谨记由外部因素导致的压力损失

带过滤面板的叶栅，百叶窗形通风，或简单的开口）。

防护等级： E N 60 5 29  I P 5 4 （不适于户外设备）。

Characteristics:
It comprises of a axial fan, a protective housing on the front and rear 

surfaces and filter designed to retain dust particles.

The filters that equip the fans must be cleaned and replaced regularly.

This filter can be replaced during operation without risk of touch

with the rotating part.

Material of filter pad: 100g/ M3 nylon fiber compound, Filtration 

efficiency up to 7 3%.

Operation Temperature/Humidity Range: (under unconcretionary 

state) -20℃ ~ +70℃ (temperature),  0% ~ 95% (himidity)

RAL 7035 grey is the standard offer with the possibility to change to 

RAL 7032 by means of a replacement grille.

Bear in mind the pressure losses caused by the outlet element (grille 

with filter, ventilation louvre or simple opening) when determining 

the fan flow rate.

Protection class:  E N 60 5 29  I P 5 4 (not suitable for outdoor equipment).
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安装开口尺寸图

mounting dimension

installation:  Snap-in and screw installationn

Power connection: Terminal connection 

With seal ring

Maximum weight:  1.45kg

按装方式： 卡入式及螺丝按装

电源连接：端子连接

带有密封圈

最大重量：1.45kg
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